WYJ series

TRIMMER AND
BLOWER

") | | CARBURETORS
SERVICE MANUAL

Ref.
Mo. Part Mame Mo. Part Name
10 ** Gaskel - Metering Diaphragm 22 Jol - Main Kit
Ref. 11 ** Gasket - Plate 23 *Screen - Fuel Inlat
No. PartName 12 ** Gaskel - Pump 24 Pin - Melering Lever
1 Body Assembly - Air Purge 13 ** Diaphragm - Pump ) 25 Plate - Pump
2 Body Assembly - Pump 14 = Diaphragm Ass'y - Metering 26 *Lever- Metering
3 " Ring - Packing 15 Screw - Nut Kit 27 Brackel - Cable
4 Cover-Metering Diaphragm 16 Screw Assembly Kit 28 Valve - check
&  Cover - Primer Pump 17 Screw - ldle Adjust 29 Primer
6§ Valve Assembly - Throttle 18 Screw - Gover (4)
7 Swivel Assembly 19 Screw - Collar Throttle (2) *Contents in Repair Kit
B svale - Inlal Needls 20 Screw - Metering Lever Pin **Contents in Gaskel/Diaphragm Kit
g Plug 21 Spring - Mataring Laver
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WALBRO WYJ CARBURETOR
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WYJ OPERATING FUNCTIONS g

| 10

1. Throttle Lever Ass'y: Controls throttle barrel operation !‘rom.i;.‘ﬁe to wide open throttle position.

2. Idle Adjustment Needle: Fine funes inner idle needle. This needle is preset at 1 turn open by manufacturer.

3. Inner Idle Needle: Gontrols fuel delivery at idle, part-throttle and wide open throttle positions.

4. Throttle Barrel: Regulates amount of air allowed to mix with fuel at idle, part-throtle and wide open throtile positions.
5 Main Jet: Meters correct amount of fuel to be delivered to nozzle at all positions.

6. Crankcase Pulse; Positive and negative crankcase pulses enter here to activate fusl pump.

7. Metering Diaphragm Ass'y: Low pressure received from crankcase allows metering diaph. to activate metering lever.
8. Purge Bulb: Forces air out of system when depressed, and draws fuel in from tank when released.

9. Atmospheric Vent Hole: Allows atmospheric pressure onto dry side of metering diaphragm assembly.

10. Fuel Inlet Fitting; Fuel from gas tank enters carburetor through this fitting.

11. Owerflow Tube: Discharges fuel from purge area to tank.

12. Metering Lever: Lifts inlet needle off seat,

13. Metering Lever Spring: Transmits force to metering lever.

14. Inlet Needle: Regulates amount of fuel delivered to the metering chamber.
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