WY series

TRIMMER AND
BLOWER MODEL
WALBRO CARBURETOR
SERVICE MANUAL
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‘ Ref.
MNa. Part Hame
1 Body Assermbly - Air Purge
2 Body Assembly - Pump
3 ** Ring - Jet
4 ** Aing - Packing
5 Cowar - Metering Diaphragm
G Walve Assembly - Throttle
r Swivel - Assambly
8 * Walve - Inlet Needle
] ** Gasket - Metering
10 " Gasket - Plate
1" ** Gasket - Pump
12 " Diaphragm - Pump
13 ** Diaphragm Ass'y - Maberng
14 Screw - Nut Kit
15 Sorew - Idle Adjust Ki
16 Screw - Ciover [4)
17 Screw - Collar Throttle (2)
18 Spring - Metering Lever
19 Jiet - Main Kit
20 Sleeve - Mounting (2]
21 * Sereen- Fuel Inlet
22 Fin = Metering Lever
23 Pilate - Pump
24 * Lever - Metering
25 Bracket - Idle
26 Valve - Check
a7 Primer
— *Contents in Repair Kit

“Contenls in GaskeyDiaphragm Ki
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@ - Fuel

- Crankcase
Pulse

@ - Air

OPERATING FUNCTIONS

1.  Fual Inlat: Feel drawn irom gas tank entars harae,

2. Atmospheric Vent: Allows atmospheric pressure onto dry side of
metering diaphragm.

3. Matering Lewer: LIfts inlet neadie off seal allowing fuel fo entar inte
mataring chambar,

4. Fual Inlet Screan: Fiiters fuel before it entars metesing chamber,

5. Iniat Mesdle: Lilts off saat to allow the comact amount o fusl 1o entar
tha matering chamber.

8. Throttie Barrel: Allows corract ratio of airffeel to mix as it opens from
il to WUOLT, position,

T. Morzrle: Pagsage for fuel 1o entar throttle bora as bamel opens,

B Adjustment Needla: As throttle barrel opens, nesdie is Hited off seat to
allow & apacilic amount of fual 19 pass thru nozzle,

8. Outer Idke Limites: For adjustmant of airffusl mixcture al idie.
10, Theottie Lever: Attachas 1o throttle linkage to control barmed spaning,

11, Theottle Ramp: As throttle barral opens, ramp forces adjustmeant needla
off seat for correct alnfuel mixtune.
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Engine Pulze: Positive and negative pulses from crankcase antar here
Lo activala fual pump,

Fual Pump Diaphragm: Activates in response 10 crankcase impulse.
Transiars fual through pump valves,

Fual Pumg Plate: Insures saal batwean pump gasket and diaphragem.
Fual Pump Gaskel: Maintaine sealability of fusl pump,

Mataring Spring: When compressed i1 allows metering lever to lift
niesadie.

. Metering Ddaphragm: Forced onto matering laver to it Inket needle off

seal 10 allow fual into matering chambers.

Abr Qutlat: Air from carb i3 forced out through this passage when
primar bult is compressad.

Chack Valve Spring (2): Applies pressure onto diso for sealability,

20, Check Yaive Disc (@) Seals and releaseas by actuation of the primar bult,

. Primer Bulb: Purges air from melering system when compressed,

drawa fual into matering systam for aasy start when relessed.







